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VELKOR
ITEM NO. SIZE

Technical Data Sheet

VELKOR
CAT#

TRADE
SIZE

OUTSIDE
Ø (MM)

WALL
(MM)

LENGTH
(MM)

WEIGHT
(KG)

ZINC
COATING (μm)

VK-050 1/2” 17.9 1.00 3000 1.25 5~10

VK-075 3/4” 23.4 1.2 3000 1.97 5~10

VK-100 1” 29.5 1.4 3000 2.91 5~10

VK-125 1 1/4” 38.4 1.6 3000 4.36 5~10

VK-150 1 1/2” 44.2 1.6 3000 5.04 5~10

VK-200 2” 55.8 1.6 3000 6.42 5~10

VK-250 2 1/2” 73 1.8 3000 9.48 5~10

VK-300 3” 88.9 1.8 3000 11.60 5~10

VK-350 3 1/2” 101.6 2.1 3000 15.46 5~10

VK-400 4” 114.3 2.1 3000 17.43 5~10

3 STARS STANDARD EMT

STANDARD ELECTRO-GALVANIZED
Designed for everyday electrical installations where reliable performance and cost efficiency are
equally important.

APPLICATIONS
Recommended for indoor commercial, residential and light industrial projects.

BENDING PERFORMANCE
Manufactured from premium low-carbon steel to ensure smooth bending without cracking or
excessive springback.

ECONOMICAL CHOICE
An excellent balance of quality, availability and competitive pricing for high-volume projects.

*This conduit is NOT conforms to UL-797 standard, certified to CSA C22.2 No. 83.1 standard


