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EMT COUPLING
SET SCREW TYPE - ZINC DIE CAST

Description:

Designed to join two lengths of EMT conduit using two set
screws for a secure mechanical connection. Zinc die-cast
construction provides good corrosion resistance and consistent
dimensions for general electrical installations.

e Material: Zinc die-cast

e Type: Set Screw Type

e Application: EMT conduit to
EMT conduit

e Location: Dry locations

e Packaging: Master Carton +
Inner Carton (Small Sizes) +
Inner Plastic Bag

VELKOR TIP | STEEL vs. ZINC DIE CAST

Steel offers greater mechanical strength and impact resistance, while zinc die cast provides good

corrosion resistance, dimensional consistency and cost efficiency. Neither is universally better — the

right choice depends on the application.

VELKOR
ITEM NO. SIZE A(in.) B(in.)

5N 1/2" 1.53  0.93

512 3/4" 1.92 1.16

513 1" .00 144

514 1-1/4" 2.52 1.84

515 1-1/2" 285  2.05

516 2" 3.41 2.51

517 2-1/2" 4.21 3.30

518 3" 4.67 4.01

520 4" 5.47 5.01

VELKOR INDUSTRIES Website: Velkor.co =]y [=] Document No.: VK-EMT-TDS-511

Sales Office: 33 Park View Ave, Jersey City, New Tel: +1(201) 204-6512 : Revision: A
Jersey, United States, 07302 Email: Info@velkor.co E Issue Date: August, 2026
Factory: Puyang Industrial Zone, Xiaoshan, Facebook: Velkor Industries Applicable Standard: UL514B

Hangzhou, Zhejiang, China, 311200 Instagram: Velkor Industries

1ONOIELINITHON TN

9:




